BUCKET CMBL/M - CMBL/MX

Can be applied to forklift trucks. Recommended (Model CMBL/M) for
moving loose products, cereal, olives, snow. The version with
stainless steel spoonbucket (mod. CMBL/MX ) is recommemded for

moving foodsteffs. Equipped as standard with quick

hooking/unhooking and connection tubes.

CMBL/M - CMBL/MX

A | Lung = Length mm | 1400 1400 1400 1400 | 1400 | 1700
B | Larghezza - Width mm| 1150 1350 1550 | 1750 | 1850 | 2200
C | Atezza - Height mm| 960 960 960 860 | 960 120
D | Barncentro del carico - Sarycentre of the load mm| 700 700 700 700 | 70O 800
E | Bancentro senza canco - Barycentre wthout load | mm | 490 490 490 490 | 480 670
@ | Angolo di richiame - Articulation angle - | a0 40 40 0 | @ | 4
R | Angolo di scarico - Univading anglo | = % 50 5 | % | %
- | Usa consighiato - Recommended use Cereali - Coreals

- | Capacith - Capacty u| ss0 | eso | 7e0 | eso [ 1000 [ 1700
Q | Portata massima ~ Mamum lood Kg 490 580 660 750 850 1450
- |F o - Operating pr var | 140 140 140 140 | 140 | 140
= | Peso - Waight Kg| 202 315 370 400 | 430 600
- [ Linee idrauliche - Hydrautc knes n 2 (1 leva doppio effetto) - (1 Dual control lever)

- | Cilindri di rotazione - Rotation cylindars n I T B R
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